
 

SOIL MANAGEMENT FLOWCHART 
MATERIALS INTERMIXED WITH DEBRIS 

 
 

Dispose of material 
at a permitted 

landfill. 

Excavated Material with Greater 
than 5% Intermixed Debris 

Is the material considered 
bituminous treated road base 

(BTB) or was material sampled 
and tested during project 
Phase II Investigations? 

 

No 
Yes 

No 

Does the debris consist only of inert 
materials such as brick or concrete 
or is the material related to former 

bituminous treated road base (BTB)? 

No 

Manage materials in 
accordance with the 

existing BUD or 
MPCA-approved RAP. 

Is the material BTB or are 
contaminant concentrations < 

Industrial SRVs and < 200 
ppm PID for petroleum-

  
 

Does the material meet the 
requirements of an existing 

Beneficial Use Determination 
(BUD) or was the material 

previously sampled, tested and 
approved for re-use on the project 

in an MPCA-approved RAP?  

Yes 

No 

Does material have PID > 10 
ppm, exhibit staining or have a 

chemical or petroleum odor? 
 

Yes 

Yes 

Stop.  Implement contingency 
procedures per approved 

RAP, MnDOT Specification 
1717, or project-specific 

Special Provisions. Stockpile 
(if needed) and collect samples 

of material for laboratory 
analysis of contaminants of 

concern. 

Has a case-specific BUD 
or request for RAP 
Amendment for the 

material been approved 
by MPCA? 

No 

Yes Does the material meet the 
requirements of an existing 

Beneficial Use Determination 
(BUD) or was the material 

already approved for re-use 
on the project in an MPCA-

approved RAP?  

No 

Yes 

No 

Are suspect asbestos 
containing materials (ACM) 
present in association with 

the debris? 

Stop. Implement contingency 
procedures per approved RAP, 
MnDOT Specification 1717, or 

project-specific Special 
Provisions. Samples of suspect 
materials collected by MnDOT 
approved and MDH-certified 

inspectors for asbestos analysis.  
Is ACM confirmed by testing? 

Manage and dispose of 
materials as ACM using 
MnDOT approved and 

MDH-certified contractors.  
 

No 

Yes Yes 

Yes No 

Notes:  
“Materials Intermixed with Debris” is 
defined as excavated soil that contains large 
or small pieces of intermixed objects such as 
concrete, bricks, asphalt, slag, etc.  All debris, 
regardless of percentage, must be observed 
by a MDH-certified inspector to determine if 
it is a suspect asbestos-containing material.   

 
 


