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MINNESOTA DEPARTMENT OF TRANSPORTATION 

 
VERY SMALL QUANTITY GENERATOR (VSQG) 

CONSOLIDATION WASTE MANAGEMENT PROGRAM 
 

 
SHIPPING PAPER 

 
EMERGENCY PHONE #: (877) 818 - 0087 
 
DATE:  
 

GENERATOR 
 

COLLECTION SITE 
 
SHIP FROM: 

 
SHIP TO: 

 
STREET: 

 
STREET: 

 
CITY: 

 
CITY: 

 
STATE:                         ZIP: 

 
STATE:                         ZIP: 

 
EPA ID #: 

 
EPA ID #: 

 
No. of Units  
& Container 

Type 

 
HAZ 

MAT? 

 
BASIC DESCRIPTION (use when transporting from 

Generator to Collector) or  
PROPER SHIPPING NAME (examples on back, use when 

transporting from Collector to Waste Contractor) 

 
TOTAL QUANTITY 

(Weight, Volume, 
Gallons, etc.) 

    

    

    

    

    

    

    

    

    
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
DELIVERED BY, PRINT NAME: 

 
COLLECTOR, PRINT NAME: 
 

 
SIGNATURE: 

 
SIGNATURE: 
 

 
Original: Collection Site  Copy: Generator 



WASTE PROPER DOT SHIPPING NAMES FOR SHIPPING PAPER AND COMPLETING H.W. LABEL TRANSPORT LABEL REQUIRED

ANTIFREEZE- VEHICLES UN1171, FLAMMABLE LIQUID, N.O.S., ETHYLENE GLYCOL, 3, PGIII FLAMMABLE LIQUID
ANTIFREEZE- BUILDING PIPES UN1171, FLAMMABLE LIQUID, N.O.S., PROPYLENE GLYCOL, 3, PGIII FLAMMABLE LIQUID
ANTIFREEZE SLUDGE (tested haz.for lead) NA3082, OTHER REGULATED SUBSTANCE LIQUID, N.O.S., 9,  PGIII (P008) (LEAD) CLASS 9
BALLASTS / CAPACITORS / PCB RQ UN2315, POLYCHLORINATED BIPHENYLS LIQUID, 9,  PGII          (RQ needed if >1 lb.of PCB) CLASS 9
BATTERIES-LEAD ACID UN2794, BATTERIES, WET, FILLED WITH ACID, 8,  PGIII CORROSIVE
BATTERIES- LITHIUM UN3090, LITHIUM BATTERY, 9, PGII CLASS 9
BATTERIES- Ni-Mh NA2800, BATTERY, DRY, SOLID, N.O.S., PGIII NONE
BATTERIES- Ni-CAD NA3028, BATTERY, DRY, POTASSIUM HYDROXIDE, SOLID, N.O.S., 8, PGIII CORROSIVE
BLASTOX (tested haz.for lead) NA3077, OTHER REGULATED SUBSTANCE SOLID, N.O.S., 9, PGIII (D008) (LEAD) CLASS 9
DIESEL FUEL NA1993, DIESEL FUEL, 3, PGIII NONE
DIESEL FUEL/WATER MIX If flash point b/w 100-200 and under 119 gal=unregulated, If flash point under 100=use description above
FLUORESCENT BULBS N/A NONE
GASOLINE/GASOHOL UN1203, GASOLINE, 3, PGII FLAMMABLE LIQUID
GASOLINE/GASOHOL/WATER MIX If flash point b/w 100-200 and under 119 gal=unregulated, If flash point under 100=use description above
HERBICIDE SEE INDIVIDUAL SAFETY DATA SHEET
N-PROPYL BROMIDE N/A NONE
OIL, WASTE N/A NONE
OIL SORBANTS N/A < 55 gallons NONE
PAINT, LEAD, DRY NA3077, OTHER REGULATED SUBSTANCE SOLID, N.O.S., 9, PGIII (D008) (LEAD) CLASS 9
PAINT, NON LEAD N/A NONE
PARTS WASHER AQUEOUS N/A NONE
PARTS WASHER (tested haz.for lead) NA1268, PETROLEUM DISTILLATES, N.O.S., 3, PGIII (D008)(LEAD) FLAMMABLE LIQUID
PARTS WASHER, NON LEAD UN1263, PAINT RELATED MATERIAL, N.O.S., 3, PGII FLAMMABLE LIQUID
PARTS WASHER SOLVENT SKYSOL 100 UN1263, PAINT RELATED MATERIAL, N.O.S., 3, PGII FLAMMABLE LIQUID
PARTS WASHER SOLV.   BREAKTHROUGH UN1263, PAINT RELATED MATERIAL, N.O.S., 3, PGII FLAMMABLE LIQUID
PESTICIDE SEE INDIVIDUAL SAFETY DATA SHEET
SANDBLASTING SAND (tested haz.for lead) NA3077, OTHER REGULATED SUBSTANCE SOLID, N.O.S., 9, PGIII (D008) (LEAD) CLASS 9
SOLVENT/THINNER SEE INDIVIDUAL SAFETY DATA SHEET
SOLVENT/PAINT SLUDGE/MINERAL SPIRITS UN1263, PAINT RELATED MATERIAL, N.O.S., 3, PGII FLAMMABLE LIQUID

            NOTE: PROPER SHIPPING NAMES AND LABELS ARE SUBJECT TO CHANGE DEPENDING ON SPECIFICATION AND CHEMICAL   CHARACTERISTICS

5/1/2015


	VSQG Shipping Paper Names 2015 back page.pdf
	Sheet1


