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Price quote for:

Vendor Name:
Contact Person:
Street Address:
P.O. Box:
City, State, Zip
Phone #:
Toll Free #:
Fax #:
Email Address:

Excel 2010

1.0 Manufacturer

Warranty

Discount to be applied to Price List

Date & I.D. of Price List

Price for additional set of manuals (service, 
parts, & operations)

2.0 Performance/Warranty Options:
Use this section to offer 
performance/extended warranty options and 
include cost.

2.1 1 year extended warranty
2.2 2 year extended warranty
2.?

3.0 Optional item(s)
Use this section for items not listed in 
manufacturer's price list. These items must 
be an upgrade to message board operation 
or functionality( example absorbed glass mat 
type batteries, etc.). *Responder must give 
manufacturer name and item number. 
Number these items starting with 3.1, 3.2, 3.3 
etc.

3.1 KPC-2B Back Lighted Keypad Upgrade
3.2
3.3

4.0

Changeable Message Boards (Group III)

Price

Price

$1,200.00
$500.00

Intelicom Inc. D.B.A liteSys Inc.
Kendall Kanning
150 Pollywog Lane
239

LiteSys Inc

Belgrade, MT 59714
(406)388-9317
800- 533-7441
(406)388-9319
info@litesys.com

Version of Excel used:

1 year

15%

LiteReader VCMS Retail Price List: 13120401MN

Trailer Wiring per MnDOT Specification, See 
attached drawing

Price
N/A

$0.00 

$200.00

mailto:info@litesys.com


Intelicom Inc. dba LiteSys Inc. PO Box 239, Belgrade MT 

59714, Phone: (406)388-9317 Fax: (406)388-9319 

LiteReader® VCMS Retail Price List 13120401MN 

 

  

 
“Safety Begins with Good Communication” ™ 

Intelicom Inc dba LiteSys Inc: PO Box 239, Belgrade MT 59714 Ph: (406)388-9317, Fax (406)388-9319 

 
  LiteReader VCMS Retail Price List 13120401MN         

LiteReader® Vehicle Mounted LED Changeable Message 

Sign/Mount Options Description for 

Retail Price Sheet 
              

 

 

The “LiteReader® VCMS Model Retail Price List” lists three sign/mount options. 

Each sign mount option is associated with a price point, available for purchase. 

 

□ Option 1: Sign with Exo-Frame (Sign Only) 

 

This package includes the Sign, Peripherals and Exo-Frame. Customers who 

choose this option typically mount the sign in a stationary position. The Exo-Frame 

has an attachment point for mounting the message board.  

 

□ Option 2: Sign with Low Profile Upper Mount 

 

This option includes the Sign, Peripherals and Low Profile Upper Mount. The Low 

Profile Upper Mount is designed to keep the sign at a low profile when in a stowed 

(down) position. The mount includes a 12 volt linear actuator which moves the 

sign from stowed (down) to a display (up) position. Customers who choose this 

option typically install the sign to a headache rack, reinforced box body roof or 

striping truck. 

 

□ Option 3: Sign with Full Mount 

 

This option includes the Sign, Peripherals, and Full Mount. The Full Mount is 

comprised of the Low Profile Upper Mount and Lower Mount. The Lower Mount 

is a bracket that attaches to the Low Profile Upper Mount and gives extra height to 

the sign when installed on a vehicle. The Full Mount allows the customer to install 

the sign on a pickup or flatbed truck. 

 

For more information on the signs and mounts listed on the price sheet please 

contact Kendall Kanning (kendall@litesys.com) LiteSys Inc. Sales Department at 

(406)388-9317.  
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LiteReader® 1020A-4 (10" characters, 2 lines Character Matrix) 

Vehicle Mounted Changeable Message Sign 

Retail Price Sheet 
              

 

 

LiteReader® Model 1020A-4 (Sign Only)  Retail Price: $9,995.00 ea 

Mounting Option: Exo-Frame     
 

Package Includes: 

 LiteReader® Exo-frame, for stationary mounting 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 

 
LiteReader® Model 1020A-4    Retail Price: $ 11,330.56 ea  

Mounting Option: Low Profile Upper Mount     

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 

 

LiteReader® Model 1020A-4    Retail Price: $ 11,622.78 ea  

Mounting Option: Full Mount  

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Lower Mount, attaches to Low Profile Upper Mount for installation in a pickup or flatbed 

truck. 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 
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LiteReader® 1030A-4 (10" characters, 3 lines Character Matrix) 

Vehicle Mounted Changeable Message Sign 

Retail Price Sheet 
              

 

 

LiteReader® Model 1030A-4 (Sign Only)  Retail Price: $11,840.00 ea 

Mounting Option: Exo-Frame    
 

Package Includes: 

 LiteReader® Exo-frame, for stationary mounting 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 

 
LiteReader® Model 1030A-4    Retail Price: $ 13,175.56 ea  

Mounting Option: Low Profile Upper Mount  

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 

 

LiteReader® Model 1030A-4    Retail Price: $ 13,467.78 ea  

Mounting Option: Full Mount  

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Lower Mount, attaches to Low Profile Upper Mount for installation in a pickup or flatbed 

truck. 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 
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LiteReader® 1020F-4 (10" characters, 2 lines Full Matrix) Truck 

Mounted Changeable Message Sign 

Retail Price Sheet 
              

 

LiteReader® Model 1020F-4 (Sign Only)  Retail Price: $10,995.00 ea. 

Mounting Option: Exo-Frame 
    

Package Includes: 

 LiteReader® Exo-frame, for stationary mounting 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 
 

LiteReader® Model 1020F-4    Retail Price: $ 12,330.56 ea.  

Mounting Option: Low Profile Upper Mount  

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 

 

LiteReader® Model 1020F-4    Retail Price: $ 12,622.78 ea.  

Mounting Option: Full Mount  

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Lower Mount, attaches to Low Profile Upper Mount for installation in a pickup or flatbed 

truck. 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 
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LiteReader® 1030F-4 (10" characters, 3 lines Full Matrix) Truck 

Mounted Changeable Message Sign 

Retail Price Sheet 
 

              

 

LiteReader® Model 1030F-4 (Sign Only)  Retail Price: $12,995.00 ea. 

Mounting Option: Exo-Frame    
 

Package Includes: 

 LiteReader® Exo-frame, for stationary mounting 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 

 
LiteReader® Model 1030F-4    Retail Price: $ 14,330.56 ea.  

Mounting Option: Low Profile Upper Mount  

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 

 

LiteReader® Model 1030F-4    Retail Price: $ 14,622.78 ea.  

Mounting Option: Full Mount  

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Lower Mount, attaches to Low Profile Upper Mount for installation in a pickup or flatbed 

truck. 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 
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LiteReader® 1230F-4 (12" characters, 3 lines Full Matrix) Truck 

Mounted Changeable Message Sign 

Retail Price Sheet 
 

              

 

LiteReader® Model 1230F-4 (Sign Only)  Retail Price: $15,495.00 ea. 

Mounting Option: Exo-Frame    
 

Package Includes: 

 LiteReader® Exo-frame, for stationary mounting 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 

 
LiteReader® Model 1230F-4    Retail Price: $ 16,989.44 ea.  

Mounting Option: Low Profile Upper Mount  

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 

 

 

 

LiteReader® Model 1230F-4    Retail Price: $ 17,289.44 ea.  

Mounting Option: Full Mount  

 
Package Includes: 

 Low Profile Upper Mount, moves sign from a ride to a display position. 

 12 volt actuator 

 Lower Mount, attaches to Low Profile Upper Mount for installation in a pickup or flatbed 

truck. 

 Keypad Controller 

 30’ Power and Control Cables 

 1 year Warranty 
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State of Minnesota Price Summery for LiteReader Truck Mounted 

LED Changeable Message Signs 

 
Below is a graph which lists the LiteReader Truck Mounted LED Changeable Message Sign 

Models, with the various mounting options available for purchase. Also listed is the “2013 Retail 

Price and the Minnesota Contract Price offered for purchase (15% off Retail Price). At the 

bottom of the graph is listed the extended warranty options and Keypad Controller upgrade. 

 
 

 
LiteReader LED Sign 

Model Truck Mount Option Retail Price 

MN Price  

(15% off Retail) 

LiteReader 1020A-4 Exo-Frame (Sign Only) $9,995.00 $8,495.75 

Low Profile Upper Mount $11,330.56 $9,630.97 

Full Mount $11,622.78 $9,879.36 

    

LiteReader 1030A-4 Exo-Frame (Sign Only) $11,840.00 $10,064.00 

Low Profile Upper Mount $13,175.56 $11,199.22 

Full Mount $13,467.78 $11,447.61 

    

LiteReader 1020F-4 Exo-Frame (Sign Only) $10,995.00 $9,345.75 

Low Profile Upper Mount $12,330.56 $10,480.97 

Full Mount $12,622.78 $10,729.36 

    

LiteReader 1030F-4 Exo-Frame (Sign Only) $12,995.00 $11,045.75 

Low Profile Upper Mount $14,330.56 $12,180.97 

Full Mount $14,622.78 $12,429.36 

    

LiteReader 1230F-4 Exo-Frame (Sign Only) $15,495.00 $13,170.75 

Low Profile Upper Mount $16,989.44 $14,441.02 

Full Mount $17,289.44 $14,696.02 

    

Extended Warranty 1 Year  $500.00 

2 Years  $1,200.00 

KPC-2/B Back Lighted Keypad 

Controller Upgrade 

 $200.00 



® 

                                                                           

 

 

SPECIFICATIONS 
 

 Outside Cabinet Dimensions: 75”x31”x5” 
 Rugged Welded Aluminum Construction 
 Cabinet Sealed with Temperature Controlled 

Fan and Rain Tight Vents 
 Powder Coated Finish 
 Sign Cabinet Weight: 78 lbs. 
 Window: Scratch Resistant & UV Stabilized 

Polycarbonate 
 Display Type: Character Matrix 
 Displays: 2 Lines of 10 in. Characters, 8 

Characters per Line 
 Legibility: 10 Inch @ 650 + feet 
 LED Display Viewing Angle: 30º + 
 LED Module Configuration 5 x 8, Character Matrix 

 Pre-Programmed Large Character Words 

 Operating Range: -40 to 185  
 Displays MUTCD Symbols: Arrows, Chevrons, 

Double Arrow, 4 Corner Caution and more. 
 Keypad Controller 
 92 Message Library 
 48 User Programmable Messages 
 Power Supply Needed: 12 volt DC (Vehicle) 
 Supply Current: 7.5A @12 volts (avg. flashing) 
 Contact LiteSys® Inc.: (406)388-9317 or 

info@litesys.com  

  

 Low Profile Upper Mount Option 
This mount has an actuator that moves the sign from a down (stow) 
position to an up (display) position. The low profile design allows the sign 
to be displayed high, but stowed at a low closed to the cab of the truck. 

P.O. Box 239  Belgrade, MT 59714   Phone 406.388.9317  Fax 406.388.9319 

 

Full Mount Option 
Allows sign to be installed on a 
pickup or flatbed truck. The design 
allows full use of truck, without using 
needed space. 

   “Safety Begins with Good Communication”™ 

Pre-Programed Large Characters MUTCD Symbols 2 Lines of 10 Inch Characters,  
8 Characters per Line. 

Keypad Controller 
Large Back-Lit Screen 
Back-Lit Keypad 
Quick Arrowboard Buttons 
Easy to Display & Edit Messages 
Pedestal Mount & Holster 
Rugged Shell 

mailto:info@litesys.com
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P.O. Box 239  Belgrade, MT 59714-0239 www.litesys.com                Phone: (406) 388-9317  Fax (406) 388-9319  

“Safety Begins with Good Communication”™ 

LiteReader® Model 1020A-4 

2 Line, 10" Character Matrix 

LED Changeable Message Sign 

Specifications 
SIGN DISPLAY 

 10” Character Height (Small) “Programmable” 

  Number of Message Lines ................................................................................................................ 2 

  Number of Characters per line .......................................................................................................... 8 

 23” Character Height (Large) “Nonprogrammable” 

  Number of Message Lines ................................................................................................................ 1 

  Number of Characters per line .......................................................................................................... 4 

 LED Pixel ....................................................................... 4 per pixel, Amber-Yellow (590mn or 592nm peak)  

 LED Viewing Angle .................................................................................................................... 30 (nominal) 

 Character Module Matrix ..................................................................... 5 pixels per row x 8 pixels per column  

 Legibility .............................................................................................................................. 650+ feet (198 m) 

 Operating Temperature Range .................................................................... -40 to +185 F (-40C to +85C) 

 

MESSAGE MANAGEMENT 

 Message Library ........................................................... 92 Messages plus Arrows and other Large Characters 

 User Programmable ...................................................................................................................... 48 Messages 

 Each message able to display up to three (3) pages (panels). 

 Link function enables up to four (4) messages or up to twelve (12) pages (panels) to alternate. 

 

STANDARD HIGHWAY SYMBOLS- Sequencing Arrow, Flashing Arrow, Double Arrow, Sequencing Chevron, 

and 4 Corner Warning Lights. 

  

CONTROL KEYPAD-All programming and message selections made from handheld device. 

 Dimensions ........................................................................... 9.2” x 5.1” x 1.7 “” (234mm x 129mm x 43mm) 

 Display ............................................................................................................................ 320 x 240 Pixel LCD 

 Operating Temperature Range ......................................................................... -4 to +135F (-20 to +60 C) 

  

CABINET 
 Outside Dimensions ............................................................... 75" x 31" x 5" (190.5 cm x 76.2 cm x 12.7 cm) 

 Total Sign Weight ....................................................................................................................... 78 lbs (38 kg) 

 Cabinet Construction ............................................................................................... Sturdy Welded Aluminum 

 Window ................................................................................. Scratch Resistant, UV Stabilized Polycarbonate 

 Finish ........................................................................................ Powder Coat, Flat Black Face, Balance White 

 

CABINET TEMPERATURE CONTROL 

 Thermostatically Controlled Fan with Rain Tight Vents (vertical and horizontal positions). 

 

POWER 
 Supply Voltage ......................................................................................12 volts DC nominal (vehicle battery) 

 Supply Current ................................................................................................ 7.5A @ 12 volts (avg. flashing) 

 

OTHER 
 No Moving Parts. 

 No PC/Laptop computer required for any programming or message selection function. 
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SPECIFICATIONS 
 

 Outside Cabinet Dimensions: 75”x31”x5” 
 Rugged Welded Aluminum Construction 
 Cabinet Sealed with Temperature Controlled 

Fan and Rain Tight Vents 
 Powder Coated Finish 
 Sign Cabinet Weight: 88 lbs. 
 Window: Scratch Resistant & UV Stabilized 

Polycarbonate 
 Display Type: Full Matrix 
 Displays: 2 Lines of 10 in. Characters, 8 

Characters per Line 
 Legibility: 10 Inch @ 650 + feet 
 LED Display Viewing Angle: 30º + 
 LED Pixel Module Configuration 6 x 8 

 Programmable Large Character Words (16”& 20”) 

 Operating Range: -40 to 185  
 Displays MUTCD Symbols: Arrows, Chevrons, 

Double Arrow, 4 Corner Caution and more. 
 Keypad Controller 
 92 Message Library 
 40 User Programmable Messages 
 Power Supply Needed: 12 volt DC (Vehicle) 
 Supply Current: 8.0A @12 volts (avg. flashing) 
 Contact LiteSys® Inc.: (406)388-9317 or 

info@litesys.com  

  

 Low Profile Upper Mount Option 
This mount has an actuator that moves the sign from a down (stow) 
position to an up (display) position. The low profile design allows the sign 
to be displayed high, but stowed at a low closed to the cab of the truck. 

P.O. Box 239  Belgrade, MT 59714   Phone 406.388.9317  Fax 406.388.9319 

 

Full Mount Option 
Allows sign to be installed on a 
pickup or flatbed truck. The design 
allows full use of truck, without using 
needed space. 

   “Safety Begins with Good Communication”™ 

 

MUTCD Symbols 

MUTCD Symbols 
 
Left/Right Arrow 
Double Arrow 
Lt/Rt Sequencing Arrow 
Left/Right Chevron 
4 Corner Caution 
 

 
 
 

Keypad Controller 
 
Large Back-Lit Screen 
Back-Lit Keypad 
Quick ArrowBoard Buttons 
Easy to Display & Edit Messages 
Pedestal Mount & Holster 
Rugged Shell  
 
 

mailto:info@litesys.com


1020F-4   6/12 

P.O. Box 239  Belgrade, MT 59714-0239 www.litesys.com               Phone: (406) 388-9317  Fax (406) 388-9319  

 

“Safety Begins with Good Communication”™ 

LiteReader® Model 1020F-4  

Full Matrix (1-2 Line) 

LED Changeable Message Sign 

Specifications 
SIGN DISPLAY 

 10” Character Height (Small) 

  Number of Message Lines ................................................................................................................ 2 

  Number of Characters per line .......................................................................................................... 8 

 16” Character Height (Medium) 

  Number of Message Lines ................................................................................................................ 1 

  Number of Characters per line .......................................................................................................... 6 

 20” Character Height (Large) 

  Number of Message Lines ................................................................................................................ 1 

  Number of Characters per line .......................................................................................................... 4 

 LED Pixel ......................................................................... 4 per pixel, Amber-Yellow (592nm - 594nm peak) 

 LED Viewing Angle .................................................................................................................... 30 (nominal)  

 Character Module Matrix ..................................................................... 6 pixels per row x 8 pixels per column 

 Legibility ........................................................................................................................... 650+ feet (162.5 m) 

 Operating Temperature Range .................................................................... -40 to +185 F (-40C to +85C) 

 

MESSAGE MANAGEMENT 

 Message Library ........................................................... 92 Messages plus Arrows and other Large Characters 

 User Programmable ...................................................................................................................... 40 Messages 

 Each message able to display up to three (3) pages (panels). 

 Link function enables up to four (4) messages or up to twelve (12) pages (panels) to alternate. 

 

STANDARD HIGHWAY SYMBOLS- Sequencing Arrow, Flashing Arrow, Double Arrow, Sequencing Chevron, 

and 4 Corner Warning Lights. 

  

CONTROL KEYPAD-All programming and message selections made from handheld device. 

 Dimensions ........................................................................... 9.2” x 5.1” x 1.7 “” (234mm x 129mm x 43mm) 

 Display ............................................................................................................................ 320 x 240 Pixel LCD 

 Operating Temperature Range ......................................................................... -4 to +135F (-20 to +60 C) 

  

CABINET 
 Outside Dimensions ............................................................... 75" x 31" x 5" (190.5 cm x 76.2 cm x 12.7 cm) 

 Total Sign Weight ....................................................................................................................... 88 lbs (35 kg) 

 Frame Construction ................................................................................................. Sturdy Welded Aluminum 

 Window ................................................................................. Scratch Resistant, UV Stabilized Polycarbonate 

 Finish ........................................................................................ Powder Coat, Flat Black Face, Balance White 

 

CABINET TEMPERATURE CONTROL 

 Thermostatically Controlled Fan with Rain Tight Vents (vertical and horizontal positions). 

 

POWER 
 Supply Voltage ......................................................................................12 volts DC nominal (vehicle battery) 

 Supply Current ................................................................................................ 8.0A @ 12 volts (avg. flashing) 
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P.O. Box 239  Belgrade, MT 59714  Fax 406.388.9319 

Full Mount Option 
Allows sign to be installed on a 
pickup or flatbed truck. The design 
allows full use of truck, without using 
needed space. 

 Low Profile Upper Mount Option 
This mount has an actuator that moves the sign from a down (stow) 
position to an up (display) position. The low profile design allows the sign 
to be displayed high, but stowed at a low closed to the cab of the truck. 

MUTCD Symbols 

   “Safety Begins with Good Communication”™ 

 

SPECIFICATIONS 
 

 Outside Cabinet Dimensions: 75”x41”x5” 
 Rugged Welded Aluminum Construction 
 Cabinet Sealed with Temperature Controlled 

Fan and Rain Tight Vents 
 Powder Coated Finish 
 Sign Cabinet Weight: 110 lbs. 
 Window: Scratch Resistant & UV Stabilized 

Polycarbonate 
 Display Type: Character Matrix 
 Displays: 3 Lines of 10 in. Characters, 8 

Characters per Line 
 Legibility: 10 Inch @ 650 + feet 
 LED Display Viewing Angle: 30º + 
 LED Module Configuration 5 x 8, Character Matrix 

 Pre-Programmed Large Character Words 

 Operating Range: -40 to 185  
 Displays MUTCD Symbols: Arrows, Chevrons, 

Double Arrow, 4 Corner Caution and more. 
 Keypad Controller 
 92 Message Library 
 42 User Programmable Messages 
 Power Supply Needed: 12 volt DC (Vehicle) 
 Supply Current:10.0A @12 volts (avg. flashing) 
 Contact LiteSys® Inc.: (406)388-9317 or 

info@litesys.com  

  Keypad Controller 
 
Large Back-Lit Screen 
Back-Lit Keypad 
Quick ArrowBoard Buttons 
Easy to Display & Edit Messages 
Pedestal Mount & Holster 
Rugged Shell  
 
 

MUTCD Symbols 
 
Left/Right Arrow 
Double Arrow 
Lt/Rt Sequencing Arrow 
Left/Right Chevron 
4 Corner Caution 
 

 
 
 

mailto:info@litesys.com
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“Safety Begins with Good Communication”™ 

LiteReader® Model 1030A-4 

3 Line, 10" Character Matrix 

LED Changeable Message Sign 
Specifications 

SIGN DISPLAY 

 10” Character Height (Small) 

  Number of Message Lines ................................................................................................................ 3 

  Number of Characters per line .......................................................................................................... 8 

 23” Character Height (Large) 

  Number of Message Lines ................................................................................................................ 1 

  Number of Characters per line .......................................................................................................... 4 

 LED Pixel ........................................................................ 4 per pixel, Amber-Yellow(590mn or 592nm peak)   

 LED Viewing Angle .................................................................................................................... 30 (nominal) 

 Character Module Matrix ..................................................................... 5 pixels per row x 8 pixels per column  

 Legibility .............................................................................................................................. 650+ feet (198 m) 

 Operating Temperature Range ................................................................... -40F to +185F (-40C to +85C) 

 

MESSAGE MANAGEMENT 

 Message Library ........................................................... 92 Messages plus Arrows and other Large Characters 

 User Programmable ...................................................................................................................... 42 Messages 

 Each message able to display up to three (3) pages (panels). 

 Link function enables up to four (4) messages or up to Twelve (12) pages (panels) to alternate. 

  

STANDARD HIGHWAY SYMBOLS- Sequencing Arrow, Flashing Arrow, Double Arrow, Sequencing Chevron, 

and 4 Corner Warning Lights. 

 

CONTROL KEYPAD-All programming and message selections made from handheld device. 

 Dimensions ........................................................................... 9.2” x 5.1” x 1.7 “” (234mm x 129mm x 43mm) 

 Display ............................................................................................................................ 320 x 240 Pixel LCD 

 Operating Temperature Range ......................................................................... -4 to +135F (-20 to +60 C) 

 

CABINET 
 Outside Dimensions .......................................................... 75" x 41" x 5.0" (190.5 cm x 104.1 cm x 12.7 cm) 

 Total Sign Weight .................................................................................................................. 110 lbs (58.8 kg) 

 Frame Construction ................................................................................................. Sturdy Welded Aluminum 

 Window ................................................................................. Scratch Resistant, UV Stabilized Polycarbonate 

 Finish ........................................................................................ Powder Coat, Flat Black Face, Balance White 

 

CABINET TEMPERATURE CONTROL 

 Thermostatically Controlled Fan with Rain Tight Vents (vertical and horizontal positions) 

 

POWER 
 Supply Voltage ............................................................................................ 12 volts nominal (vehicle battery) 

 Supply Current .............................................................................................. 10.0A @ 12 volts (avg. flashing) 

 

OTHER 
 No Moving Parts. 

 No PC/Laptop computer required for any programming or message selection function. 
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Full Mount Option 
Allows sign to be installed on a 
pickup or flatbed truck. The design 
allows full use of truck, without using 
needed space. 

 Low Profile Upper Mount Option 
This mount has an actuator that moves the sign from a down (stow) 
position to an up (display) position. The low profile design allows the sign 
to be displayed high, but stowed at a low closed to the cab of the truck. 

MUTCD Symbols 

   “Safety Begins with Good Communication”™ 

 

SPECIFICATIONS 
 

 Outside Cabinet Dimensions: 75”x41”x5” 
 Rugged Welded Aluminum Construction 
 Cabinet Sealed with Temperature Controlled Fan 

and Rain Tight Vents 
 Powder Coated Finish 
 Sign Cabinet Weight: 112 lbs. 
 Window: Scratch Resistant & UV Stabilized 

Polycarbonate 
 Display Type: Full Matrix 
 Displays: 3 Lines of 10 in. Characters, 8 

Characters per Line 
 Legibility: 10 Inch @ 650 + feet 
 LED Display Viewing Angle: 30º + 
 LED Pixel Module Configuration 6 x 8 

Programmable Large Character Words (16” & 20”) 

 Operating Range: -40 to 185  
 Displays MUTCD Symbols: Arrows, Chevrons, 

Double Arrow, 4 Corner Caution and more. 
 Keypad Controller 
 92 Message Library 
 40 User Programmable Messages 
 Power Supply Needed: 12 volt DC (Vehicle) 
 Supply Current:10.5A @12 volts (avg. flashing) 
 Contact LiteSys® Inc.: (406)388-9317 or 

info@litesys.com  

  Keypad Controller 
 
Large Back-Lit Screen 
Back-Lit Keypad 
Quick ArrowBoard Buttons 
Easy to Display & Edit Messages 
Pedestal Mount & Holster 
Rugged Shell  
 
 

MUTCD Symbols 
 
Left/Right Arrow 
Double Arrow 
Lt/Rt Sequencing Arrow 
Left/Right Chevron 
4 Corner Caution 
 

 
 
 

 

mailto:info@litesys.com
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“Safety Begins with Good Communication”™ 

 

LiteReader® Model 1030F-4 

Full Matrix (1-3 Line) 

LED Changeable Message Sign 

Specifications 
SIGN DISPLAY 

 10” Character Height (Small) 

  Number of Message Lines ................................................................................................................ 3 

  Number of Characters per line .......................................................................................................... 8 

 16” Character Height (Medium) 

  Number of Message Lines ................................................................................................................ 2 

  Number of Characters per line .......................................................................................................... 6 

 20” Character Height (Large) 

  Number of Message Lines ................................................................................................................ 1 

  Number of Characters per line .......................................................................................................... 4 

 LED Pixel ......................................................................... 4 per pixel, Amber-Yellow (592nm - 594nm peak) 

 LED Viewing Angle .................................................................................................................... 30 (nominal) 

 Character Module Matrix  ................................................................... 6 pixels per row X 8 pixels per column 

 Legibility ......................................................................................... 650+ feet (10”), 950+ (14”), 1250+ (20”)  

 Operating Temperature Range .................................................................... -40 to +185 F (-40C to +85C) 

 

MESSAGE MANAGEMENT 

 Message Library ...................................................................................... 92 Messages plus MUTCD Symbols 

 User Programmable ...................................................................................................................... 40 Messages 

 Each message is able to display up to three (3) pages (panels). 

 Link function enables up to four (4) messages or up to twelve (12) pages (panels) to alternate. 

  

ARROWS/CHEVRON- Sequencing Arrow, Flashing Arrow, Double Arrow, Sequencing Chevron, Double 

Diamond. 

 

CONTROL KEYPAD-All programming and message selections made from handheld device. 

 Dimensions ........................................................................... 9.2” x 5.1” x 1.7 “” (234mm x 129mm x 43mm) 

 Display ............................................................................................................................ 320 x 240 Pixel LCD 

 Operating Temperature Range ......................................................................... -4 to +135F (-20 to +60 C) 

  

CABINET 
 Outside Dimensions .......................................................... 75" x 41" x 5.0" (190.5 cm x 104.1 cm x 12.7 cm) 

 Total Sign Weight .................................................................................................................. 112 lbs (59.9 kg) 

 Frame Construction ................................................................................................. Sturdy Welded Aluminum 

 Window ................................................................................. Scratch Resistant, UV Stabilized Polycarbonate 

 Finish ........................................................................................ Powder Coat, Flat Black Face, Balance White 

 

CABINET TEMPERATURE CONTROL 

 Thermostatically Controlled Fan with Rain Tight Vents (vertical and horizontal positions) 

 

POWER 
 Supply Voltage ............................................................................................ 12 volts nominal (vehicle battery) 

 Supply Current .............................................................................................. 10.5A @ 12 volts (avg. flashing)         
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Full Mount Option 
Allows sign to be installed on a 
pickup or flatbed truck. The design 
allows full use of truck, without using 
needed space. 

 Low Profile Upper Mount Option 
This mount has an actuator that moves the sign from a down (stow) 
position to an up (display) position. The low profile design allows the sign 
to be displayed high, but stowed at a low closed to the cab of the truck. 

MUTCD Symbols 

   “Safety Begins with Good Communication”™ 

 

SPECIFICATIONS 
 

 Outside Cabinet Dimensions: 98”x48”x5” 
 Rugged Welded Aluminum Construction 
 Cabinet Sealed with Temperature Controlled Fan 

and Rain Tight Vents 
 Powder Coated Finish 
 Sign Cabinet Weight: 200 lbs. 
 Window: Scratch Resistant & UV Stabilized 

Polycarbonate 
 Display Type: Full Matrix 
 Displays: 3 Lines of 12 in. Characters, 8 

Characters per Line 
 Legibility: 12 Inch @ 850 + feet 
 LED Display Viewing Angle: 30º + 
 LED Pixel Module Configuration 6 x 8 

Programmable Large Character Words (18” & 24”) 

 Operating Range: -40 to 185  
 Displays MUTCD Symbols: Arrows, Chevrons, 

Double Arrow, 4 Corner Caution and more. 
 Keypad Controller 
 92 Message Library 
 40 User Programmable Messages 
 Power Supply Needed: 12 volt DC (Vehicle) 
 Supply Current:11.0A @12 volts (avg. flashing) 
 Contact LiteSys® Inc.: (406)388-9317 or 

info@litesys.com  

  Keypad Controller 
 
Large Back-Lit Screen 
Back-Lit Keypad 
Quick ArrowBoard Buttons 
Easy to Display & Edit Messages 
Pedestal Mount & Holster 
Rugged Shell  
 
 

MUTCD Symbols 
 
Left/Right Arrow 
Double Arrow 
Lt/Rt Sequencing Arrow 
Left/Right Chevron 
4 Corner Caution 
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“Safety Begins with Good Communication”™ 

LiteReader® Model 1230F-4 

Full Matrix (1-3 Line) 

LED Changeable Message Sign 

 

Specifications 
SIGN DISPLAY 

 12” Character Height (Small) 

  Number of Message Lines ................................................................................................................ 3 

  Number of Characters per line .......................................................................................................... 8 

 18” Character Height (Medium) 

  Number of Message Lines ................................................................................................................ 2 

  Number of Characters per line .......................................................................................................... 6 

 24” Character Height (Large) 

  Number of Message Lines ................................................................................................................ 1 

  Number of Characters per line .......................................................................................................... 4 

 LED Pixel ............................................................. 4 LEDs per pixel, Amber-Yellow (590nm or 592nm peak) 

 LED Viewing Angle .................................................................................................................... 30 (nominal) 

 Character Module Matrix  ................................................................... 6 pixels per row X 8 pixels per column 

 Legibility ............................................................... 850+ feet (12 in), 1150+ feet (17 in), 1350+ feet (24 inch) 

 Operating Temperature Range .................................................................... -40 to +185 F (-40C to +85C) 

 

MESSAGE MANAGEMENT 

 Message Library ...................................................................................... 92 Messages plus MUTCD Symbols 

 User Programmable ...................................................................................................................... 40 Messages 

 Each message is able to display up to three (3) pages (panels). 

 Link function enables up to four (4) messages or up to twelve (12) pages (panels) to alternate. 

  

ARROWS/CHEVRON- Sequencing Arrow, Flashing Arrow, Double Arrow, Sequencing Chevron. 

 

CONTROL KEYPAD-All programming and message selections made from handheld device. 

 Dimensions ........................................................................... 9.2” x 5.1” x 1.7 “” (234mm x 129mm x 43mm) 

 Display ............................................................................................................................ 320 x 240 Pixel LCD 

 Operating Temperature Range ......................................................................... -4 to +135F (-20 to +60 C) 

  

CABINET 
 Outside Dimensions .......................................................... 96" x 48" x 5.0" (243.8 cm x 121.9 cm x 12.7 cm) 

 Total Sign Weight ................................................................................................................................. 200 lbs  

 Frame Construction ................................................................................................. Sturdy Welded Aluminum 

 Window ................................................................................. Scratch Resistant, UV Stabilized Polycarbonate 

 Finish ........................................................................................ Powder Coat, Flat Black Face, Balance White 

 

CABINET TEMPERATURE CONTROL 

 Thermostatically Controlled Fan with Rain Tight Vents (vertical and horizontal positions) 

 

POWER 
 Supply Voltage ............................................................................................ 12 volts nominal (vehicle battery) 

 Supply Current .............................................................................................. 11.0A @ 12 volts (avg. flashing)  


	LiteReader, Price Page
	LiteReader,Price Page
	Changeable MessageBoard Pricing

	LiteReader VCMS Retail Price List 13120401MN

	LiteReader 1020A-4, Info-Spec
	1020A-4 Char Matrix Brochure
	1020A-4 Char Matrix Spec

	LiteReader 1020F-4, Info-Spec
	1020F-4 Full Matrix Brochure
	1020F-4 Full Matrix Spec

	LiteReader 1030A-4, Info-Spec
	1030A-4 Char Matrix Brochure
	1030A-4 Char Matrix Spec

	LiteReader 1030F-4, Info-Spec
	1030F-4 Full Matrix Brochure
	1030F-4 Full Matrix Specification

	LiteReader 1230F-4, Info-Spec
	1230F-4 Full Matrix Brochure
	1230F-4 Full Matrix Specification


