SEQ # 725-1214 State of Minnesota lof3
PRICING PAGE -
METHOD # 2

Price Quote for: (Typed Responses Required)
MUNICIPAL UTILITY TRACTOR

DISCOUNT OFF BASE UNIT
Vendor Name: Equipment Distribution Management, Inc.
Contact Person: Karl Swanson
Street Address: 6330 Tall Pines Road NE
P.O. Box:
City, State, Zip Bemidji, MN 56601
Phone #: 218-759-8932
Toll Free #:
Fax #: 218-759-8925
Email Address: aebiguy@edmaebi.com

[ 1.0 MANUFACTURER: MAKE AND MODEL AEBI Terratracs
Warranty 12 months / 500 hours
Discount to be applied to Price List 3%
Date & I.D. of Price List 8003-15-USD
| 2.0 PERFORMANCE/WARRANTY OPTIONS: |
Use this section to offer performance/warranty options and
include cost. Price
2.1 Extended Warranty Included in Price List
2.2
2.3
| 3.0 DISCOUNT OFF LIST PRICE FOR RELATED PARTS & ACCESSORIES
See Special Terms and Conditions N/A
| 4.0 INSTALLATION: HOURLY LABOR RATE FOR ATTACHMENT INSTALLATIONS, ETC.:
(See Special Terms and Conditions) $96
| 5.0 OEM EXTENDED WARRANTY OPTIONS |

Use this section to offer performance/warranty options,

number these items starting with 1.21A, 1.21B, etc.

(Specify years, miles or hours extended term covers.)

Price: see price list

| 6.0 NEW EQUIPMENT RENTAL PROGRAM [

If rental programs are available on the new equipment

offered, with the option to purchase, list the

hourly/weekly/monthly rental rate. Indicate the percent of

rental fee paid by the purchaser that will be applied to

the purchase price. See Solicitation Special Terms &

Conditions.
Summer Rental Rate - April 1 through Sept 30.
Summer Hourly Rental Rate: N/A
Summer Weekly Rental Rate: $
Summer Monthly Rental Rate: $
Percent (%) of Rental Fee applied to purchase price: %

Winter Rental Rate - October 1 through March 31
Winter Hourly Rental Rate:
Winter Weekly Rental Rate:
Winter Monthly Rental Rate:
Percent (%) of Rental Fee applied to purchase price: %

*r|r|r
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SEQ # 725-1214

Price Quote for:

State of Minnesota 20f3
PRICING PAGE -
METHOD # 2

(Typed Responses Required)
MUNICIPAL UTILITY TRACTOR

If the new rental equipment is purchased and finance
charges are applicable for the actual rental term only,
state the actual interest rate here:

| 7.0 VENDOR OWNED RENTAL RETURN OR DEMO EQUIPMENT PROGRAM

See Solicitation Special Terms and Conditions.

DEDUCT cost per Used Hour from the original Contract Price $100
| 8.0 DELIVERY CHARGES - SEE SPECIAL TERMS AND CONDITIONS

DELIVERY STARTING POINT: City/ST/zip Tdley MN 55432

PRICE PER LOADED MILE $3

MINIMUM DELIVERY CHARGE (if any) $




SEQ # 725-1214
December, 2014

Price Quote For:

Vendor Name: Equipment Distribution Management, Inc.

State of Minnesota
PRICING PAGE -

METHOD # 2
(Typed Reponses Required)
MUNICIPAL UTILITY TRACTOR

DISCOUNT OFF MUNI. UTILITY TRACTOR ATTACHMENTS LIST

Contact Person: Karl Swanson
Street Address: 6330 Tall Pines Road NE

P.O. Box:

City, State, Zip Bemidji, MN 56601
Phone #: 218-759-8932

Toll Free #:
Fax #: 218-759-8925

Email Address: aebiguy@edmaebi.com

I 1.0 MANUFACTURER: MAKE/MODEL |Various
Warranty 12 months
Discount to be applied to Price List 3%
Date & I.D. of Price List 8003-15-USD
| 2.0 Performance/Warranty Options: |
Use this section to offer
performance/warranty options and include
cost. Price
21
2.2
272
| 3.0 INSTALLATION: HRLY LABOR RATE FOR INSTALLATIONS, ETC.:
(See Special Terms and Conditions) $96
| 4.0 DELIVERY CHARGES - SEE SPECIAL TERMS AND CONDITIONS

DELIVERY STARTING POINT: City/ST/Zip

PRICE PER LOADED MILE

Fridley, MN 55432

$3

MINIMUM DELIVERY CHARGE (if any) $

30f3
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AEBI

Swiss Quality

Aebi Price List 2015 - AS INT
8003-15-USD-EN-TT- (USA)

Equipment Distribution Management, Inc.
6330 Tall Pines Road NE

Bemidji, Minnesota 56601

Ph: 218-759-8932

Fax: 218-759-8925

Email: contactedm@edmaebi.com
Web: edmaebi.com
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AEBI15 USD 8003 EN 1.

01.01.2015 - 31.12.2015 (8003-15USD)

The price listis only 01.01.2015 - 31.12.2015 (8003-15USD) for the basic machine and the first
configuration.

All retrofits and subsequent deliveries (except implements and cutterbars) can be
ordered via the spare parts department.

Extension of warranty from 1 year to 2 years

The warranty extension is only available on new vehicles and covers our usual works warranty
as contained in our General Terms and Conditions of Sale and Delivery.

The following are expressly excluded:

- Wearing and service parts, such as brakes, clutch, tyres, fluids etc.

- Damage resulting from improper use of the vehicle or the implements.

- Damage resulting from abnormal violent external influence.

- Damage resulting from improper repairs

A warranty extension is no longer possible once the machine has left the factory !

With effect of this price list supercedes all previous price lists - 01.01.2015 - 31.12.2015 (8003-15USD).

AEBI 3of22 SCHMIDTY




AEBI15 USD 8003 EN

01.01.2015 - 31.12.2015 (8003-15USD)

Legend

First day of
01.01.2015 -
12.20

Product description

EISLISTE

OO 20rk3

Viatrac Aehi VT450 VM RT54ELI5, 72 KW (98 PS)

‘u

A&- m AEBI SCHMIDT

Prices without. VAT

Grundmaschine Y
10992624 E i WT450 VM R7S4EUS, 72 BW (98 PS) 14700000 158.760,00
Farbe —
ST E i L E = necessary components

1106744-5 A ‘H;% ot FLAL 5000
11067454 A Anders 355 FLAL-Taba

Garantie

F108.1462 SWW1 Jahr auf 2 J
)

P11300424 E Geschwindighket 30
P1130052-1 A Geschwindiak=*

A = available alternatives

T

P1130056-7 A Gesr*

vl BT
v E 28570 R19.5, Kotfliigel =chmal
Aussenbreie vome 1.98 m / hinten 1.99
155/55 R18 138E TL SP PG7, Kotfigel
Aussenbrefie vome 2 04 m himten 2.05 m

1051854-0

[ S = special equipment (free choice)

000 0.00

K

)

P1125343 A 440050 R17 All Ground, Kotfiige! breit (mit Schneeketten 0,00 0,00
sind Lenkanschiags 1101313-7 natig)
fir max. Hinterachskast 4580 kg; Aussenbreite vome 2.11
m_ hinten 212 m, ET20 e

P1125270 A 42555 RI1T ACTOG (AS), Kotfiiged breit (mt 0,00 0.00

AERI S
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AEBI15 USD 8003 EN

01.01.2015 - 31.12.2015 (8003-15USD)

Terratrac

1"

A<
W m = AEBISCHMIDT

| Technical data

TT206 TT211
Rating KW/HP (rpm) 37/50 (2700) 53/72 (2700)
Max. torque (rpm) Nm 170 (1600) 232 (1500)
Max. torque increase % 32 24
Wheel base mm 1950 1950
Tyres mm 31x15.50-15 31x15.50-15
Width without twin wheels mm 1880 1880
Twin wheels mm 6.50-16 6.50-16
Width with twin wheels mm 2328 2328
Lenght with rear 3-point mm 3440 3440
Height mm 2070 2070
Turning circle @, all wheel steering mm 6050 6050
Max. lifting power front kg 1300 1300
Max. lifting power rear kg 1200 1200
Kerb weight kg 1850 1900
Permissle total weight kg 3000 3000
5 of22 SCHIMIDT




AEBI15 USD 8003 EN

01.01.2015 - 31.12.2015 (8003-15USD)

1"

A<
W m = AEBISCHMIDT

Terratrac
Technical data I
TT240 TT280
Rating KW/HP (rpm) o5/75 80/109 (2600)
(2600)
Max. torque (rpm) Nm 250 420 (1100)
(1600)
Max. torque increase % 24 48
Wheel base mm 2300 2300
Tyres mm 33)‘1‘2'50' 425/55 R17
Width without twin wheels mm 1920 2112
. 7.50-
Twin wheels mm 16/15 7.50-18
Width with twin wheels mm 2376 2620
Lenght with rear 3-point mm 3910 4081
Height mm 2080 2145/2200
Turnl_ng circle @, all wheel mm 6400 6600
steering
Max. lifting power front daN 1400 2000
Max. lifting power rear daN 1400 1800
. 2285-
Kerb weight kg 2445 2600
Permissle total weight kg 3700 4200
6 of 22
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AEBI15 USD 8003 EN

1"

A<
W m = AEBISCHMIDT

01.01.2015 - 31.12.2015 (8003-15USD)

Terratrac Aebi TT206 Kubota V2607-DI 37 kW (50 HP)

Engine Kubota V2607-DI, 2615 cm3, diesel, 4 cylinders, water-cooled, performance: 37 kW (50 hp) at 2700 1/min
according to SAE J1995 (gross intermittent), IlIA grade, elastically supported, max. torque 170 Nm at 1600
1/min, 32% torque increase.

Electrical 12V, 100 A alternator, 100 Ah battery.

Clutch Single-plate dry clutch for independent PTO-shaft operation

Transmission

Continuous hydrostatic traction drive that is shiftable under load for two speed levels.

Speeds

Slow level: 0-12 km/h. Fast level: 0-40 km/h. The entire speed range can be chosen without transmission
interruption forwards and backwards with the multi-functional accelerator pedal.

PTO shafts

1 3/8" standard profile, 6 grooves. Shiftable under load at the back and at the front. Revs: front 570 1/min,
back 590 1/min. Rotational direction: right (towards the pivot).

Axle drive

Four-wheel drive with differential gear in both axles, electrohydraulically shiftable front axle. Front axle is

supported in pendulum fashion. Electrohydraulically shiftable differential locks at back and front,100%
locking effect.

Steering

Hydrostatic all-wheel steering in line with the "load sensing" system. Front steering can be pre-selected by
pressing button. Optional change of steering type with automatic recording and synchronisation of the
wheel positioning via inductive sensors, including while driving. 3m lock radius.

Tyres

31x15.50-15 Terra profile or AS profile.

Brakes

Hydraulic 2-circuit servo foot brake affecting all wheels, also hydrostatic service brake. Hand brake:
mechanical servo brake affecting rear wheels.

Cab

Vibration-proof driver's cab, OECD tested safety frame, curved windscreen, side window on the right,
opening rear window, synthetic roof with integrated flood lamps. LED tail lamps. Comfort seat with seatbelt.
Radio pre-installation. Modern dashboard with circular instruments with analogue displays and

colour display. Longitudinally and tilt-adjustable steering column, direction-indicator control with automatic
reset. Cup holder, universal box, document compartment, mobile phone holder, 12 V electric plug.

Hydraulics

30 I/min at 190 bar, 12 | oil supply. Oil amount proportionally adjustable. 2 plug connections at the front and
back for double-acting cylinder with floating position and seat valves (4 DWAS additional hydraulics).
Activation via external controls possible. Max. 6 plug clutches at the back and front.

Front Hydraulic

Three-point linkage cat.l, max. lifting force 1300 kg. Hydraulically shiftable at the side by 200 mm to the left
or right, with fastconnection catching pockets and upper links. Shiftable lift control valve. External control of
the lifting and lowering functions. Selfregulating unloading, floating position and oscillation suppression

for driving on the road.

Rear Hydraulic

Three-point linkage cat. | + I, max. lifting force 1200 kg. Stabilisation chains, quick-change couplings and
upper links. Shiftable lift control valve. External control of the lifting and lowering functions. Lifting rods with
crank adjustment (adjustment range 100 mm). Optional: Self-regulating unloading and oscillation
suppression for driving on the road.

Towing kits

26 mm, 270 mm from the ground.

Options

Full-vision cab with heating and dust filter; in adition with air conditioning. Pure rear steering and crab
steering: pre-selectable by pressing button, like all-wheel or front steering. Swivel seat, tilt sensor, front
drive shaft, flashing alarm lamp, flood lamps at rear. Double tyres at the front and back (6.50-16) with
fasteners. Automatic coupling with quick adjustment. Self-regulating rear unloading and oscillation
suppression for driving on the road. Plug clutch 5: Double action, front and rear. Plug clutch 10: Double-
action front and rear with floating position and sear valves. Plug clutch 8: Engine valve, rear single-acting
with pressure-less tank pipe (to feed a hydro engine or additional valve block). Pressure-less tank pipe at
rear. Switching on/off automotive control. Parking lock, hill holder.

Articleno.

AEBI 7of22
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AEBI15 USD 8003 EN

01.01.2015 - 31.12.2015 (8003-15USD)

1"

RAv
W m = AEBISCHMIDT

. AebiTT6

Basic machine

P1192945-2 E Terratrac Aebi TT206 Kubota V2607-DI 37 kW (50 HP) 108.975,00
Country

P1189096-5 S Additional equipment USA 416,00
Warranty

P1178002-1 S TT206 Extension of warranty from 1 year to 2 years 2.859,00
Wheels

P109.0049 E 31x15.50-15/6 PR Terra tyres 0,00

P209.0928 A 31x15.50-15/8 PR AS tyres Good Year 2.142,00
Seats

P150.4800 E Mechanically sprung comfort seat, plastic covered 0,00

P150.2279 A Mechanically sprung seat, textile covered 0,00

1104107-1 A Air sprung comfort seat, plastic covered 1.156,00

1104111-5 A Air sprung comfort seat, textile covered 1.196,00

P1181334-4 A Swivel element 1.179,00

P150.2324 S Mechanically sprung comfort seat with Wipomatic 3,985.00
Twinwheels

P100.4088 S Pair of twin wheels 6.50-16/15.0 tyres front including quick fit adapters, 1.829,00
external measurement front/rear 2,33 m

P1192523-2 S Pair of twin wheels 6.50-16/15.0 rear with quick fit adapters 1.829,00

P1197359-0 S Pair of warning plates (left & right), TT small 359,00
Cab

P1189139-4 S Cab with heating 3.413,00

P1189140-1 S Cab with heating and air condition 6.270,00

P1189059-0 S Revolving signal light 319,00

P1194630-8 S Rear working light 363,00

1098247-6 S Radio/CD / MP3-Player 391,00
(1107062-7 openable rear screen for protection of radio recommended)
Hydraulic couplings

P1189061-6 S Hydraulic coupling 5, DWA/-, front/rear, 1x double action 1.101,00

P1189062-5 S Hydraulic coupling 8 motor valve, MVHT-, rear, single acting with retrun 1.430,00
line (for supplying a hydromotor or additional valve)

P1189063-4 S Hydraulic coupling 10, DWASD, front and rear, double acting with float 1.707,00
position and seat valve

P1192524-1 S Pressureless tank line rear 191,00
Hydraulic equipment

P1189060-7 S Hydraulic weight transfer system for rear 3-point EEH\- swinging 958,00
damping
Miscellaneous

P100.4272 S Trailer hitth CRAMER with quick fit adpaters 1.151,00

B of 2 SCHMIDT




AEBI15 USD 8003 EN

01.01.2015 - 31.12.2015 (8003-15USD)

Articleno.

1"
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W m = AEBISCHMIDT

Prices in USD excl. VAT

I Aebi TT206 I

max permissible load TT205: 400 kg / TT210: 600 kg

P100.4140 S Front-Universal joint PTO-drive shaft, with overrun clutch and protective 469,00
cover
shortest lenght (cardan shaft snap ring grove spacing) = 947 mm
P100.4141 S Front-Universal joint PTO-drive shaft, heavy duty type, overrun clutch, 861,00
overload clutch and protective cover
shortest lenght (cardan shaft snap ring groove spacing) = 988 mm
P1181767-0 S Corrosion protection package TT 583,00
P1189095-6 S True rear wheel steering with quasi crab steering 817,00
P1184894-0 S Elevation display on cluster 306,00
P1192962-0 S Park brake / Hillholder / Proportional 1.284,00
P1197909-5 S Bio hydraulic oil TT small ( Motorex Oekosynt 3268) 0,00

AEBI 9of 22
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AEBI15 USD 8003 EN —_——

A<
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01.01.2015 - 31.12.2015 (8003-15USD)

Terratrac Aebi TT211 Kubota V2607-CR-T 53 kW (72 HP)

Engine Kubota V2607-CRT, 2615 cm3, turbo diesel, 4 cylinder, water-cooled, performance: 53 kW (72 hp) at 2,700
1/min according to SAEJ1995 (gross intermittent), diesel particle filter, llIB grade, EPA tier
4, elastically supported. Max. torque 232 Nm at 1,500 1/min, 24% torque increase.

Electrical 12 V, 100 A alternator, 100 Ah battery.

Clutch Single-plate friction clutch for independent PTO shaft operation

Transmission Infinitely variable hydrostatic drive with displacement pump and 2-stage displacement motor,
activating/deactivating of the automotive control

Speeds Slow level: 0-12 km/h. Fast level: 0-40 km/h. The entire speed range can be chosen without transmission
interruption forwards and backwards with the multi-functional accelerator pedal.

PTO-shafts 1 3/8" standard profile, 6 grooves. Shiftable under load at the back and at the front. Revs: front 570 1/min,

back 590 1/min. Rotational direction: right (towards the pivot).

Axle drive Four-wheel drive with differential gear in both axles, electrohydraulically shiftable front axle. Front axle is
supported in pendulum fashion. Electrohydraulically shiftable differential locks at back and front,100%
locking effect.

Steering system Hydrostatic all-wheel steering in line with the "load sensing" system. Front steering can be pre-selected by
pressing button. Optional change of steering type with automatic recording and
synchronisation of the wheel positioning via inductive sensors, including while driving. 3m lock radius.

Tyres 31x15.50-15 Terra profile or AS profile.

Brakes Hydraulic 2-circuit servo foot brake affecting all wheels, also hydrostatic service brake. Hand brake:
mechanical servo brake

affecting rear wheels. Parking lock, hill holder.

Cab Vibration-proof driver's cab, OECD tested safety frame, curved windscreen, side window on the right,
opening rear window, synthetic roof with integrated flood lamps. LED tail lamps. Comfort seat with
seatbelt. Radio pre-installation. Modern dashboard with circular instruments with analogue displays and
colour display. Longitudinally and tilt-adjustable steering column, direction-indicator control with automatic
reset. Cup holder, universal box, document compartment, mobile phone holder, 12V electric plug.

Hydraulic system 30 I/min at 190 bar, 12 | oil supply. Oil amount proportionally adjustable. 2 plug connections at the front
and back for double-acting cylinder with floating position and seat valves (4 DWAS additional
hydraulics). Activation via external controls possible. Max. 6 plug clutches at the back and front.

Front hydraulic Three-point linkage cat. I, max. lifting force 1300 kg. Hydraulically shiftable at the side by 200 mm to the
left or right, with fastconnection catching pockets and upper links. Shiftable lift control
valve. External control of the lifting and lowering functions. Selfregulating unloading, floating position and
oscillation suppression for driving on the road.

Rear hydraulic Three-point linkage cat. | + Il, max. lifting force 1200 kg. Stabilisation chains, quick-change couplings and
upper links. Shiftable lift control valve. External control of the lifting and lowering functions. Lifting rods with
crank adjustment (adjustment range 100 mm). Optional: Self-regulating unloading and oscillation
suppression for driving on the road.

Options Full-vision cab with heating and dust filter; in adition with air conditioning. Pure rear steering and crab
steering: pre-selectable by pressing button, like all-wheel or front steering. Swivel seat, tilt sensor, front
drive shaft, flashing alarm lamp, flood lamps at rear. Double tyres at the front and back (6.50-16) with
fasteners. Automatic coupling with quick adjustment. Self-regulating rear unloading and oscillation
suppression for driving on the road. Plug clutch 5: Double action, front and rear. Plug clutch 10:
Double-action front and rear with floating position and sear valves. Plug clutch 8: Engine valve, rear single-
acting with pressure- less tank pipe (to feed a hydro engine or additional valve

block). Pressure-less tank pipe at rear.

AEBI 10of22 SCHMIDTY




AEBI15 USD 8003 EN

01.01.2015 - 31.12.2015 (8003-15USD)

1"

RAv
W m = AEBISCHMIDT

Towing kit

Drawbar: diameter 26 mm, 27 cm above ground Trailer weight unbraked 600 kg, braked 3500 kg, trailer nose

weight 400 kg

Articleno.

Prices in USD excl. VAT

| Aebi TT211

Basic machine

P1189156-2 E Terratrac Aebi TT211 Kubota V2607-CR-T 53 kW (72 HP) 123.899,00
Country
P1189096-5 S Additional equipment USA 416,00
Warranty
P1178003-0 S TT211 Extension of warranty from 1 year to 2 years 3.182.00
Wheels
P109.0049 E 31x15.50-15/6 PR Terra tyres 0,00
P209.0928 A 31x15.50-15/8 PR AS tyres Good Year 2.142,00
Seats
P150.4800 E Mechanically sprung comfort seat, plastic covered 0,00
P150.2279 A Mechanically sprung seat, textile covered 0,00
1104107-1 A Air sprung comfort seat, plastic covered 1.156,00
1104111-5 A Air sprung comfort seat, textile covered 1.196,00
P1181334-4 A Swivel element 1.179,00
P150.2324 S Mechanically sprung comfort seat with Wipomatic 3,985.00
Twinwheels
P100.4088 S Pair of twin wheels 6.50-16/15.0 tyres front including quick fit adapters, 1.829,00
external measurement front/rear 2,33 m
P1192523-2 S Pair of twin wheels 6.50-16/15.0 rear with quick fit adapters 1.829,00
P1197359-0 S Pair of warning plates (left & right), TT small 359,00
Cab
P1189139-4 S Cab with heating 3.413,00
P1189140-1 S Cab with heating and air condition 6.270,00
P1189059-0 S Revolving signal light 319,00
P1194630-8 S Rear working light 363,00
1098247-6 S Radio/CD / MP3-Player 391,00
(1107062-7 openable rear screen for protection of radio recommended)
Hydraulic couplings
P1189061-6 S Hydraulic coupling 5, DWA/-, front/rear, 1x double action 1.101,00
P1189062-5 S Hydraulic coupling 8 motor valve, MVHT-, rear, single acting with retrun 1.430,00
line (for supplying a hydromotor or additional valve)
P1189063-4 S Hydraulic coupling 10, DWASD, front and rear, double acting with float 1.707,00
position and seat valve
P1192524-1 S Pressureless tank line rear 191,00
1 of 22 SCHMIDT




AEBI15 USD 8003 EN

01.01.2015 - 31.12.2015 (8003-15USD)

Articleno.

1"
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Prices in USD excl. VAT

I Aebi TT211 I

Hydraulic equipment

P1189060-7 S Hydraulic weight transfer system for rear 3-point EEH\- swinging 958,00
damping
Miscellaneous
P100.4272 S Trailer hitth CRAMER with quick fit adpaters 1.151,00
max permissible load TT205: 400 kg / TT210: 600 kg
P100.4140 S Front-Universal joint PTO-drive shaft, with overrun clutch and protective 469,00
cover
shortest lenght (cardan shaft snap ring grove spacing) = 947 mm
P100.4141 S Front-Universal joint PTO-drive shaft, heavy duty type, overrun clutch, 861,00
overload clutch and protective cover
shortest lenght (cardan shaft snap ring groove spacing) = 988 mm
P1181767-0 S Corrosion protection package TT 583,00
P1189095-6 S True rear wheel steering with quasi crab steering 817,00
P1184894-0 S Elevation display on cluster 306,00
P1197909-5 S Bio hydraulic oil TT small ( Motorex Oekosynt 3268) 0,00
120122 SCHMIDT




AEBI15 USD 8003 EN
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01.01.2015 - 31.12.2015 (8003-15USD)

Terratrac Aebi TT240 VM D754TE3, 55 kW (75 HP)

Engine VM D754TE3, 2970 cm?3, Diesel, 4 cylinder with turbo charger, 4-stroke, direct injected, water cooled,
55 KW (75 HP according to ECE R24), at 2600 rpm, max. torque 274 Nm at 1800 rpm, max. torque
increase 24 %

Electrical 12 V, high power cold start battery 100 Ah, alternator 120 A, automatic pre glow system

Transmission

Stepless with variable pump and motor. Secondary 2 speed transmission switchable automative
control

Speeds Forward and reverse: off road 0-9.5/0-20 km/h, road 0-16/0-40 km/h

PTO-shaft Profile: standard 1 3/8", 6 splines, electro hydraulic operation single plate dry clutch, can be switched
under load, Rev front 550 and 1090 rpm, rear 580 and 760 rpm, front and rear switched
independently. Direction of rotation right

Drive Electro hydraulically operated 4 wheel drive with 100% Differential-locking front and rear axle

Steering Hydrostatic 4 wheel steering, per touch of a button to front wheel steering Changing the mode as
always with automatic sensing and synchronising of the wheel position using inductive sensors,
turning circle with 4 wheel steering depending on tyres 3.0 - 3.2 m

Tyres according to selection tyres

Brakes Hydraulic dual circuit servo-foot brake on all 4 wheels, additional to hydraulic working brake, spring
loaded parking brake on the rear axle, Hillholder

Cab Cabin ROP (tested according to 79/622/EW G) with curved front and side screens, hinged rear
screen. Door. electronic controlled air conditioning unit. Vibrationand noise insulated cab mounted on
silent blocks. Comfortable seat with lap belt, preparation work for radio (antenna/speakers)

Controls 24 different actions can be activated using the multi-functions lever. With the keyboard to the right of
the driver additional operations such as air conditioning hydraulic controlled, as well as for e.g.
Connecting front and rear hitch are programmable. All information about the adjustments shown
either on the display or via control lamps

Hydraulic Bosch electric valves, delivery rate 36 I/min at 2600 rpm, pressure 175 bar

Front hydraulic

3-point Cat I, hydraulic side shift quick fit coupling and top link all operable with reversing lever, max.
lift 1400 daN at 175 bar, with automatic calibration and self-regulating weight transfer, vibration
damping

Rear hydraulic

3-point Cat | + 11, lift, lower, carry, float, piston rod with hydraulic height adjustment, , max. lift 1400
daN at 175 bar, quick coupler with balls

Hydraulic equipment

Hydraulic couplings 10, DWASD, front and rear; double acting with float position and seat valve

Trailer hitch

Trailer hitch with quick adjuster (height above ground 39 - 91 cm), trailer weight unbraked 1500 kg,
braked 6000 kg (continuous trailer brake required for weights in excess of 3500 kg); trailer nose
weight 600 kg

ALEBI
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Prices in USD excl. VAT

Basic machine

P112.2255 E Terratrac Aebi TT240 VM D754TE3, 55 kW (75 HP) 151.384,00
Country

P112.0347 E Additional equipment for export 0,00

P112.4949 A Special kit USA (mandatory) 0,00
Warranty

P1178004-9 S No tranlation available 3.689,00
Transmission

P1132981-3 E Transmission without T-Traction 0,00

P1132982-2 A Transmission with T-Traction 2.912,00
Wheels

P112.3234 E 425/55R 17 Terra 221 external measurement 1,96 m 0,00
(twin wheels/snow chains front/rear not possible, steering lock restricted
to 309 with profile All Ground

P112.3285 A 425/55 R17 AC 70G AS profile, external measurement 1.96 m (twin 1.906,00
wheels/snow chains front/rear not possible, steering lock restricted to 309

P1121835-4 A Tyres 425/55 R17 Terra 221, for twin wheels (1121869-3); external 1.857,00
measurement 2.05m (steering stop needed when using
snow chains)

P1121843-4 A Tyres 425/55 R17 (AC 70G) AS profile, for twin wheels (1121869-3); 1.808,00
external measurement 2.05m (steering stop needed when using
snow chains)
Seats

P112.1796 E Mechanically sprung comfort seat, plastic covered 0,00

P112.1797 A Mechanically sprung comfort seat, textile covered 0,00

P150.1551 A Air sprung comfort seat, textile covered 1.196,00

P1155085-9 A Mechanical swivel seat element 1.179,00

P150.2324 S Mechanically sprung comfort seat with Wipomatic 3,985.00
Brake

P150.2589 E without hydraulic single wheel brake 0,00

P150.1704 A with hydraulic single wheel brake 1.002,00
Twinwheels

P1121869-3 S Pair of wheels with 7.50-18/17, with quick fit adapters, external 2.004,00
measurement 2.56m (turning circle 4.10m) check the steering stop!

P1142060-6 S Pair of warning plates 359,00
Cab

1098247-6 S Radio/CD / MP3-Player 391,00
(1107062-7 openable rear screen for protection of radio recommended)

P150.1029 S Rear windscreen wiper 300,00
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Avrticleno. Prices in USD excl. VAT

. AebiT240
P150.0744 S Working headlights rear 363,00
P150.0736 S Working headlights front 533,00
P150.2749 S Reversing horn 306,00
P150.0828 S Revolving warning light 319,00
P150.0749 S Lamp holder extensions for winter operation 235,00

Hydraulic couplings

P111.5581 S Hydraulic coupling 8 motor valve, MVHT-, rear, single acting with retrun 1.430,00
line (for supplying a hydromotor or additional valve; available oil quantity =
hydr. oil output from pump minus 9 I)

P112.4731 S Hydraulic coupling 4, DWAS-, front and rear, double acting with float 817,00
position
P112.4730 S Hydraulic coupling 4 and 5, DWAS-, front and rear, double acting with 2.039,00

float position DWA/-, front and rear, double acting

Hydraulic equipment

P150.2937 S Weight transfer coupling EHH/-, rear, with lowering flow control valve 958,00
SDH/-, rear and vibration damping
P150.3935 S Pressureless return rear 191,00

Miscellaneous

P150.2354 S Pair of mudguards front 499,00
P150.2287 S Cooling-water heater 230V / 300 W 854,00
P150.4310 S Front-Universal joint PTO-drive shaft, with overrun clutch and protective 477,00
cover; shortest length (cardan shaft snap ring groove spacing) = 1017
mm
P100.4141 S Front-Universal joint PTO-drive shaft, heavy duty type, overrun clutch, 861,00

overload clutch and protective cover
shortest lenght (cardan shaft snap ring groove spacing) = 988 mm

P111.6697 S Other colour than RAL3000 (check delivery time) 3.625,00
P1141690-6 S Pair of mudguards, front, for 1121835-4 or 1121843-4 524,00
P1150309-0 S Hydraulic top link front 527,00
P1147893-8 S Hydraulic top link rear, with quick coupler 689,00
P1181767-0 S Corrosion protection package TT 583,00
P1117562-1 S Cooling-water heater 115V /400 W USA 979,00
P1197910-2 S Bio hydraulic oil TT big ( Motorex Oekosynt 3268) 370,00
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Terratrac Aebi TT280 VM R754IE4 Stage IIIB 80kW (109 HP)

VM D754IE4, 2970 cm3, Diesel, 4 cylinder, with turo charger,4-stroke, direct injected, water cooled, 80

Engine
kW (109 HP according to ECE R24) at2600 rpm, max. torque 420 Nm at 1100 rpm
Electrical 12 V, high power cold start battery 100 Ah, alternator 120 A, automatic pre glow system

Transmission

Stepless with variable pump and motor .Secondary 2 speed transmission, Switchable automative control

Speeds

Forward and reverse: off road 0 - 9.5/ 0 - 20 km/h, road 0 - 16 / 0 - 40 km/h

PTO-shaft

Profile: standard 1 3/8", 6 splines, electro hydraulic operation single plate dry clutch, can be switched
under load, Rev front 550 and 1090 rpm, rear 580 and 760 rpm, front and rear switched independently.
Direction of rotation right

Drive

Electro hydraulically operated 4 wheel drive with 100% Differential-lock in front and rear axle

Steering

Hydrostatic 4 wheel steering, per touch of a button to front wheel steering, Changing the mode as always
with automatic sensing and synchronising of the wheel position using inductive sensors, turning circle with
4 wheel steering: 3.3 m

Tyres

according to selection tyres

Brakes

Hydraulic dual circuit servo-foot brake on all 4 wheels, additional to hydraulic working brake, spring loaded
parking brake on the rear axle, Hillholder and Inch pedal

Cab

Cabin ROP (tested according to 79/622/EW G) with curved front and side screens, hinged rear screen.
Door. Air conditioning unit. Vibration and noise insulated cab mounted on silent blocks. Comfortable seat
with lap belt, preparation work for radio (antenna/speakers), working headlights front integrated in the roof

Controls

24 different actions can be activated using the multi-functions lever. With the key board to the right of the
driver additional operations such as heater air conditioning hydraulic controlled, as well as for e.g.
Connecting front and rear hitch are programmable. All information about the adjustments shown either on
the display or via control lamps. The driver can choose between four different driving modes: road travel,
mowing, snow blowing, proportional. For street mode and mowing mode ECO-drive can be activated.
With the TipTronic the driving speed can be divided into 6 stages. Multifunction lever with compass rose
switches. The maximum overloading of the engine can be adjusted.

Hydraulic

Bosch electric valves, delivery rate 34 I/min at 2600 rpm, Pressure 175 bar

Front hydraulic

3-Point cat |, hydraulic side shift quick fit coupling and top link all operated from the multi function lever,
max. lift 2000 daN at 175 bar, with automatic calibration and self adjusting weight transfer and vibration
damping

Rear hydraulic

3-Point cat Il lift lower carry, float, piston rod with hydraulic height adjustment Max lift 1800 daN at 175 bar,
quick coupler, cat I/ll and cat Il balls

Hydraulic Equipment

hydraulic couplings 4, DWAS-, front and rear; double acting with float position

Trailer hitch

Trailer hitch with quick adjuster (height above ground 34 - 94 cm)Traller weight unbraked 1500 kg,

braked 6000 kg (continuous trailer brake required for weights in excess of 3500 kg); trailer nose
weight 600 kg
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Terratrac Aebi TT280 VM D754IE4 Stage IlIB 80kW (109 HP)

includes DPF heat shield wrap

P112.0347 E Additional equipment for export 0,00
P112.4949 A Special kit USA (mandatory) 0,00
P1178007-6 S TT280 Extension of warranty from 1 year to 2 years 4.165,00
P1132191-9 E Transmission without T-Traction 0,00
P1132198-2 A Transmission with T-Traction 2.912,00
P111.6305 E 425/55R 17 Terra 221 profile, external measurement front/rear 2.11 m 0,00
P111.6858 A 425/55 R17 AS profile, external measurement front/rear 2,11 m 0,00
P111.8385 A 505/50 R17 with turf profile, external measurement font/rear 2.20 m 1.320,00
P112.1796 E Mechanically sprung comfort seat, plastic covered 0,00
P112.1797 A Mechanically sprung comfort seat, textile covered 0,00
P150.1551 A Air sprung comfort seat, textile covered 1.196,00
P1155085-9 A Mechanical swivel seat element 1.179,00
P150.2324 S Mechanically sprung comfort seat with Wipomatic 3,985.00
Brake
P150.2589 E without hydraulic single wheel brake 0,00
P150.1704 A with hydraulic single wheel brake 1.002,00
Twinwheels
P112.0047 S P. of twin wheels 7.50-18/17 front with quick adapters (only for 425/55 2.054,00
R17 / 440/50 R 17), external measurement 2.62 m (turning circle 4.15 m,
wheel lock limit 309
P112.0046 S P. of twin wheels 7.50-18/17 rear with quick adapters (only for 425/55 2.054,00
R17 / 440/50 R 17), external measurement 2.62 m (turning circle 4.15 m,
wheel lock limit 309
P1142060-6 S Pair of warning plates 359,00
Cab
1098247-6 S Radio/CD / MP3-Player 391,00
(1107062-7 openable rear screen for protection of radio recommended)
P150.1029 S Rear windscreen wiper 300,00
1112270-5 S Waorking headlights rear 363,00
P150.2749 S Reversing horn 306,00
1112281-2 S Revolving warning light 290,00
P150.0749 S Lamp holder extensions for winter operation 235,00
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| . AeiTT280 |

Hydraulic couplings

P111.5579 S Hydaulic coupling 5 DWA/-, front and rear, double acting 1.117,00

P111.5581 S Hydraulic coupling 8 motor valve, MVHT-, rear, single acting with retrun 1.430,00
line (for supplying a hydromotor or additional valve; available oil quantity =
hydr. oil output from pump minus 9 I)

P111.5580 S Hydraulic coupling 10, DWASD, front and rear, double acting with float 1.634,00
position and seat valve
Hydraulic equipment

P150.1418 S Weight transfer EHH/- rear, lowering flow control valve SDH/-, vibration 1.266,00
damping

P150.3935 S Pressureless return rear 191,00
Miscellaneous

P150.2353 S Pair of mudguards front (cannot be fitted if TT is equipped with spring 499,00
loaded brake)

P150.2287 S Cooling-water heater 230V / 300 W 854,00
P108.1158 S Front-Universal joint PTO-drive shaft, heavy duty dype, with overrun and 797,00
overload clutch c/w protective cover, shortest length (cardan shaft snap

ring groove spacing) = 1163 mm
P111.6697 S Other colour than RAL3000 (check delivery time) 3.625,00
P1150309-0 S Hydraulic top link front 527,00
P1181767-0 S Corrosion protection package TT 583,00
P1117562-1 S Cooling-water heater 115V /400 W USA 979,00
P1197910-2 S Bio hydraulic oil TT big ( Motorex Oekosynt 3268) 370,00
SPTT280 S Skid plate for DPF protection from brush 1.800,00
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SSR-Options

The SSR Options have to be ordered as aregular SSR!
The LSO have to fill in the SSR-request from cipher 1 to 6.

The SSR Options can be ordered in SOFON directly as a SSR, including the relevant prices and
article-nr.

Please check the delivery time in advance.

SSR-Number Price in USD exkl. VAT.
I SSR Optionen I

TT206/TT211/TT240/TT280

SSR-P1142482-6 Radio AM/FM/CD with MP3, USB and BLUETOOTH hand-free 495.00
kit
TT240/TT280

SSR-P1142472-8 Hydraulic pump with 47 liter on engine valve 528,00

SSR-P1142481-7 Working hydraulics system with pressure filter 713,00
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Attachments and Accessories for All Models

112.4043 S Flail Mower AEBI/Carroy TPIF2070 540rpm w/reversing gearbox 82" 14.988,00
111.7020 S Flail Mower AEBI/Carroy TPIF2050 540rpm w/reversing gearbox 89" 15.725,00
100.4416 S AEBI/Zaugg Snow Blower SF72EL-70-R-200 26.870,00
111.6705 S AEBI/Zaugg Snow Blower SF72E-70-L-220 33.600,00
100.3361 S AEBI/Zaugg Snhow Blower loading chute ( 327,39” or 47”) hinged, inc. hose set 6.975,00
TD42AEBI S AEBI/Ferri Boom Flail w/cooler & mech control 23.800,00
621EF-A-US S 126" AEBI/Lastec Batwing Mower for TT240/280 18.500,00
SVP270 S 5Way V plow for TT211 9.945,00
SVP270 S 5Way V plow for TT240/280 10.895,00
A-SMWAL175 S Seppi SMWA Rev CF 175 69" Mulching Mower set up for AEBI 10.754,00
A-SMWA200 S Seppi SMWA Rev CF 200 79" Mulching Mower set up for AEBI 11.604,00
A-SMWA225 S Seppi SMWA Rev CF 225 89" Mulching Mower set up for AEBI 12.017,00
A-SMWAL75 S Seppi SMWA-S 175 Mulching Mower set up for AEBI 11.954,00
A-SMWAL75 S Seppi SMWA-S 200 Mulching Mower set up for AEBI 13.304,00
AEBI-008 S PTO Shaft for Seppi 1.051,00
witint S Ziebart heat reflective window treatment 1.115,00
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Other Implements / accessories: prices/delivery upon request
PTO Shaft specified lengths ( shortest ring groove distance )
For TT206/211 — 100.4140 ( 1-37 in) or 100.4141 (1-39 in)
For TT240 — 150.4310 (1-40 in) or 100.4141 ( 1-39in)

For TT280 — 108.1158 ( 1-47 in)
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Hydraulic signs / explanations
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Hydrauliksymbole alt-neu/
Symboles hydraulique ancien-nouveau

neu/nouveau alt/ancien
Anwendung/application Aebi Code Symbol Code Symbol
Hubwerk vorn: heben-senken EWFSD ( ZHD1 ':E;
Relevage avant: lever-abaisser I Imil
Entlastung vorn EHF/- %Q::‘_ EHD Front | &~
Décharge avant I
Senkdrossel vorn SDF/- )(% HGR Front
Restricteur d'abaissement avant
Hubwerk vorn: Seitenverschiebung DWFF/- ZHD2 &=
Relevage avant: déplacement latéral I[®| ]l a-]-I—b
Hubwerk hinten: heben-senken EWHSD :‘/’?) ZHD? DEa
Relevage arriére: lever-abaisser E[II_,L,]
Dauerbetrieb © O B
Mode continu O p
Volle Oelmenge MQA/- ZHD3 $
Capacité maximum
Motorventil MVHT- ZHD3
Soupape moteur "@.‘ "@5.'
Entlastung hinten EHH/- j:’% EHD Heck | /5
Décharge arriére VI
Senkdrossel hinten SDH/- HGR Heck
Restricteur d'abaissement arriére
Ex. Anschliisse Hydraulik 4 pwas- [©O|OO]| zupa BB

El P aVats al|| =~~~

Raccord extérieur hydraulique 4 lb 4 Eib J'A
Ex. Anschliisse Hydraulik 5 pwa~- |©© ZHDS5 =
Raccord extérieur hydraulique 5 52?._3 a-i-b
Ex. Anschliisse Hydraulik 10 pwasD |©OOO|zHp10o |IF Il o
Raccord extérieur hydraulique 10 10lb 10 Xib X
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